Specification - Automotive

List of Equipment provided in each school:

ltem
Number

Item Title

Item Description

Item
Quantity
per
school

Unit of Measure

Total
Qty

Drain Pan

Plastic Oil Drain Pan Waste Engine
Oil Collector Tank & Fuel Fluid
Change Garage Tool Material: High-
density Polyethylene Capacity:
16LT Color: black Suitable for daily
oil change, large handle makes it
easy to transport For easier, cleaner
fluid changes Anti-splash lip
contains fluid Large spout for easy
pouring Molded handle makes
carrying,

pouring & storing easy

Nos

21

Jack
hydraulic

Heavy duty and durable garage
hydraulic jack with 3 ton lifting
capacity, minimum height:
150mm, maximum height 465 mm

Nos

21

Pneumatic
straight
grinder

* Having collet size of 6 mm / 3mm
with front

type air exhaust support. Technical
Specification:

* Available in speed of 12000 rpm
with weight of 1.100 kg

Weight - 1. 100 kg

Air consumption - 10 cfm

Nos

21

Air
compressor

Positive displacement —
reciprocating type Air flow rate — 4-
5 CFM, Air pressure capacity

— 150 psi, Conformity to
specification of Electric Motor- IS
996, Motor hp — 0.5 hp, Motor speed
1440+ 50 rpm, Power supply,
230£10% VAC, Tank outer
diameter:300£10 mm, Length of
tank: 600£10 mm, V-Belt drive with
V- belt gaurd, Air pipe length- 30
meter, Safety Valve on air receiver,
Electrical On-Off Switch, Pressure
regulating Electrical switch, Noise
level not more than 85 dBA,
Suitable oil with suitable gty
required, Power cord - 3

meter ISI cable.

Nos

21




Tyre
Changer

Semi-automatic tyre changer with
swinging armMax wheel diameter:
960 mm Rim diameter: 10" -
23"Maximum Rim width: 3" -
12"Rim Clamping from outside: 10"
- 20" Rim Clamping from inside:
12" - 23" Turntable RPM: 6.5
r/minWith Pre filter and oil
lubricator. Motor Power- 0.75kW
Accepted, with ISI marked

Nos

21

Complete
Car Cut
Section

Working Complete Car Cut section
refurbished consist of full scale cut
section of an automobile car
designed to enable students to study
different systems of a vehicle and
demonstrate its works(the cut
section consist of 4 wheeler engine
with transmission system consist of
clutch and gear box assembly with
brake system and rear axle assembly
with steering system and fitted with
electric motor of 1hp capacity with
reduction gear box to run the
engine at 20-25rpm)

Nos

21

Feeler
gauges

Feeler Gauge made of hardened
alloy steel, of thickness ranging
from Stainless steel

Accuracy: + (3+T/80) um

* Range: 0.03-1.00 mm

* Quantity of Leaves: 32

* Length: 100 mm

Nos

147

Multi-
meter

DC & AC voltage range: 600 V, DC
and AC Current Range: 10A,
Resistance range: 40MOhm,
Frequency range: 100 kHz,

DC & AC voltage resolution: 1 mV,
DC and AC Current Resolution: 1
mA, Resistance resolution: 1 Ohm,
True RMS, Hand held, 3.5 Digit
Display, Safety rating- Category Il
600 V

of IEC 61010

Nos

42

Dial Gauge

Brass Body Anti Magnetic Dial
Gauge, With Interchangeable
Carbide Contact Point, 0-10
mm dial With Magnetic Stand

Nos

42

10

Tyre
pressure
Gauge

Tyre pressure Gauge with large,
clear, easy to read LCD display with
backlight. Reliable accuracy (+/- 1
psi up to 60 psi, then 2 psi up to 150
psi).

Nos

21




11

Volt meter

Portable Digital LCD Handheld
Clamp Volt Meter
AC/DC Voltage Tester - 0-500V

Nos

42

12

Battery
testing
equipment

Car motorcycle battery load tester
alternator analyser with two testing
clips. Material of wire-0.06square
millimeter copper, max.

voltage and current: 12V 15A

Nos

42

13

Neon
timing light

Xenon timing light with inductive
impulse pick-up, with 8000rpm,
supplied with 1.5 mtr coiled 12Volt
power lead, inductive coupler

Nos

42

14

Bearing
pullers

Blind Hole Remover Made Of
Chrome With High Hardness And
Toughness, Suitable For Extracting
Bearings From Blind Housings 2
lags

of 300 mm

Set

21

15

Gear pullers

Material: Chrome Vanadium Steel
No. of Jaws: 3

Jaw Spread: 4 Inch, Jaw Reach: 2.8
Inch, ltem Weight: 1 Kg (Approx)
Accepted, with ISI marked

Nos

21

16

Repair
Tools Kit

13pcs 1/4 inches DR sockets: (4,
45,5,55, 6,

7,8,9, 10,11, 12, 13, 14) mm,
21pcs DR bit

sockets: PH 1,2, 3,PZ 1,2, 3; FD 4,
5.5, 7, HW
3,4,5,6,7,8;T10, 15, 20, 25,
30, 40 2pcs

1/4 inches DR extension bars 1pcs
1/4 inches DR quick ratchet 3pcs
hex key wrenches: 1.5, 2, 2.5mm
1pcs 1/4 inches DR universal joint
1pcs 1/4 inches DR sliding bar 1pcs
1/4 inches DR flexible extension
1pcs 1/4 inches DR

spinner handle 1pcs bit adaptor 1pcs
blow case

Kit

21

17

Vernier
callipers

Digimatic Vernier Calliper equipped
with large and clear LCD Readout
allowing easy measurement with
resolution of 0.01mm or

0.005” length:300mm

Nos

84

18

Micro
meter

Out Side 0-25 mm micrometre with
0.01mm resolution Accepted, with
ISI marked

Nos

84




19

Anti-lock
braking
system

Anti/air Lock braking system:
air assisted refurbished brake
assembly consist of front drum
and the cut section showing the
working of internal and whole
assembly  with ~ compressor
vehicular type driven by electric
motor of minimum 1 hp, 240V
which has parts like air dryer
with unload valve, protection
valve, dual brake valve, control
valve, brake chamber, pressure
gauge, pressure pipe and low
pressure indicator and brake
light is fiiter in a MS
stand.(Bidder may integrate
Motor of

Brake System Hydraulic Any 4-

Wheeler with Anti- Lock Braking

System)

Nos

21

20

Brake
System
Hydraulic
any 4-
Wheeler

the Vacuum assisted refurbished
hydraulic brake assembly with
vacuum  booster  with  front
drum2q, wheelcylinder, brake shoe
and plate with magnetic valve with
vacuum tank with cutsection to
show the working and fitted with
electric motor  1hp/240V/50hz
(Bidder may

integrate  Motor of antilock
braking system with Brake System
Hydraulic Any 4- Wheeler)

Nos

21

21

Fuel Pump

12 V Electrical fuel pumps

Nos

21

22

Gloves

Nylon anti cut safety hand glove - S,
M, L

10

Nos

210

23

Goggles

Safety goggles glasses for eye
protection

10

Nos

210

24

Ear plugs

Reusable corded ear plugs beneficial
for giving total protection to ears
from high pitch noise and sound

10

Nos

210

25

Lever Type
Grease Gun

Lever type grease gun made of steel
metal body

Nos

42

26

Spark plugs

Spark plug sockets 67 mm drive size
16/21 mm

Nos

42

27

Radiator

Radiator cut section to show the
flow in cross section with operating
fan and suitable MS stand to operate
on 240V/50Hz or 12V DC-

power

Nos

21

28

Vehicle
support
Stands

2 ton steel car jack stand with
heavy duty self locking ratchet
handle (automotive) (set of 2
pieces) Accepted, with ISI marked

Nos

21




21

29 Torque | 1/2.Inch Drive Click Torque 1 NoS
wrenches | \wrench - 20-150 ft.-Ib, 27.1-203.5
Nm
21
30 Fender | Nomax Magnetic Fender Cover Set 1 NoS
cover for Car, SUV or Truck, Full Size -2
Pieces
Parts 21
31 washing Single Vehicle Parts Cleaning 1 Nos
station Machine, 80 Kg, 220 W
Oil 21
Drainin
32 And fiIIir?g WASTE OIL DRAIN - GRAVITY 1 Nos
Equipment | FEED WOD/30G
21
Battery &
33 charging 12V Digital Battery Tester L N
system | Alternator for Vehicles with 6 LED 0S
tester Lights
Outside Micrometer 0-25mm with 21
. resolution 0.01mm.
34 Micrometer 1 Nos
Safety Goggles Eye Protection, Anti 21
Safety Fog, Scratch_ Re3|sta_nt, uv
35 Protected, Light Weight 1 Nos
goggles Polycarbonate Protective Safety
Glasses
Rollup Board Type with Wooden 420
sticks at top and bottom made up of
36 Chart Flax banne? Material having Sige: 20 Nos
60cm x 90cm Colour: Multicolour.
Accepted 21
STEEL ALMIRAH
1855x900x450mm mm 4 SHELVES
Material: M.S sheet conforming to
commercial quality CR1,Grade 340
of 1S 513:2008(rea rmed 2013)(Fifth
Revision)Amdt. no.1 Material of
Almirah Doors :M S Sheet Sheet
Thickness of door: 1.25 mm Sheet
Thickness ofsides,back, Top and
Bottom: 1.25 mm Sheet Thickness
of Shelves:1.25 mm Sheet Thickness
of Pedestal in mm:1.25 mm
Material of Lock :Brass and steel
finish Material of Keys
Stock :brass and steel nish Conformity to
37 Almirah Indian Standard 1S:3312 latest : yes 1 No




No of shelves (Nos) : 4 Type of
Shelves Fixed Number of Doors
(Nos) 2

(ALL DIMENSION ARE APPROX)




